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YLASYS ® is greatly appreciated
worldwide for its simplicity, flexibility and

accuracy.

After years of experience, our continued
success relies on you. So, after listening to
your current needs to further optimize
workflow, we’ve taken this already
innovative design one step further.

AUTOMATED IMMUNOASSAY ANALYZER

- E.L.L.S.A.

" Food Intolerance lgG

* Allergens IgE

~ One plate

* For human and veterinary
" Open System

" Disposable tips

" Run up to 8 compatible Test
" Run up to 16 reagents

" Run up to 16 samples

- Samples level’s sensor
* Reagents level’s sensor
" Easy software

* Stored curves

- Stored samples

* Stored quality control

- Small design

* Big performances
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YLASYS m

The new project with an elegant design places
YLASYS M in a higher class in its category

YLASYS M weight 26 kg
Size : 45(w)x42(h)x52(l) cm

THYROID
FERTILITY
HEPATITIS
SYPHILIS
ENDOCRINOLOGY :

TO.R.C.H.
GASTROENTERIC
ADRENAL
CARDIAC MARKERS
GROWTH FACTOR
VIROLOGY

DRUGS
PREGNANCY
CANCER MARKERS
INTOLERANCE
EPSTEIN BARR

CHILDHOOD
DIABETES

DRUGS MONITORING
BONE METABOLISM
AUTOIMMUNITY"
IMMUNOLOGY

Voltage : 115-230 V
Frequency : 47-60 Hz

Power : 300 VA

1 RS 232 PORT - 1 USB PORT

Optional:

External windows compatible PC

17" Monitor
Colour printer
Barcode reader




